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After mounting the television, loosen the 
screws on the screen guard (Figure 3.1)  
and adjust the height of the guard to sit  
slightly above the top of the installed  
television. Tighten screws.

The screen guard prevents damage to the  
television and pushes the cabinet lid upward.  
If a fixed lid cabinet is being used, no guard 
will be present.

Figure 3.4
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Remote Control Operation
•	 Button options include Up, Down, and Stop (Figure 3.2, 3.3)

Changing the Battery 
(Large remote: alkaline A23; Key fob remote: alkaline A27)

•	 Remove the battery cover or the screw on the back  
	 of the remote and lift off the back cover.

•	 Remove battery and replace.

•	 Reattach back cover.

Manual Operation
The buttons on the Control Box located on the backboard of the 
Quick Lift assembly may be used for manual operation. Button  
options include Up, Down, and Stop (Figure 3.4).
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Figure 3.2 - Standard Remote
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Figure 4.3 - Standard Remote

Troubleshooting  
•	 If the Quick Lift has stopped cycling, be aware that  
	 continuous or excessive cycling of the Quick Lift may  
	 overheat or damage the motor. Do not operate the  
	 Quick lift for 20 minutes to allow cooling.

•	 If the LED light on the remote controls are off, the  
	 battery may need to be replaced.

•	 If the remote control LED lights flash, but there is 
	 no response from the Quick Lift, reprogram the  
	 remote.

To reprogram the remote control:
•	 Manually raise the Quick Lift by pressing the "Up"  
	 button (Figure 4.1).

•	 Open the control box by pressing the side tabs  
	 (Figure 4.1) and pulling the cover off. The control  
	 box is located on the upper left-hand portion of the  
	 Quick Lift mounting board.

•	 Locate and press the button marked SW5  
	 (Figure 4.2) on the inside of the control box  
	 until the green LED light begins to flash. The light  
	 will continue flashing for ten seconds.

•	 While the light is flashing, press the reset button  
	 (Figure 4.3, 4.4). 

•	 Hold the reset button until the LED light on the  
	 control box stops flashing.

•	 Replace the control box cover.

Figure 4.2 - Control Box Interior
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Figure 4.4 - Key Fob Remote
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Figure 4.1 - Control Box

Note: To obtain replacement remote control 
devices, contact an Accuride distributor. 

Visit www.accuride.com to find your local 
distributor.
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